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AIR DELIVERY PORT

M26X1.5, DEEP 12 min.

TORQUE 6047 Nm
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AIR INLET PORT
AIR DELIVERY PORT
WATER CIRCULATION PORT

= OIL INLET
= OIL DRAIN
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ALUMINIUM ALLOY

NO TREATMENT

Copying of this document and giving it to others and the use or communication of the confents thereof, are forbidden without express
authority. Contravention of this restriction will constifute an evident abuse and result in a licbility to the payment of damages. All rights
are reserved in the event of the grant of patent or registration of a utility model or design. This document is the subject of copyright.

Non e permesso consegnare a terzi o riprodurre quesfo documento, ne ufilizzarne il confenufo o renderlo comunque nofo a terzi
senza outorizzazione esplicita. Ogni infrazione costituira un evidente obuso e comportera il risar cimento dei danni subiti.

E'fafta riserva di futti i diritti derivant

XVII

STEEL

NO TREATMENT

XVI

CAST IRON

PLATED

XV

STEEL

ZINC-IRON PLATED

XIV

CAST IRON

NO TREATMENT

X1

ZINC ALLOY

ANODISED

Xl

PLASTIC

NO TREATMENT

X

RUBBER

NO TREATMENT

STAINLESS STEEL

NO TREATMENT

IX

BRASS

NO TREATMENT

VI

ZINC ALLOY

CHROMATED

AL

ALUMINIUM ALLOY

ANODISED

Vi

ALUMINIUM ALLOY

CHROMATED

CAST IRON

PAINTED

v

STEEL

POWDER COATED

STEEL

PAINTED

STEEL

PHOSPHATED

STEEL

ZINC PLATED

PART
CODE

MATERIAL

SURFACE
PROTECTION

auforisation expresse. Tout manquement a cette regle constifue un abus evident et expose son auteur au versement de dommages et

inferets. Tous droits de propriete industrielle reserves, notamment en matiere de brevets et de modeles.
nicht ausdruecklich zugestanden. Zuwiderhandlungen stellen einen offensichtlichen Missbrauch dar und verpflichten zu Schadenersatz.

Toute Communication ou reproduction de ce document, toute exploitation ou communication de son confenu sont interdites, sauf
Alle Rechte fuer den Fall der Patenterteilung oder Gebrauchsmuster-Eintragung vorbehalten.

Weitergobe sowie Vervielfaeltigung dieser Unterlage, Verwerfung und Mitteilung ihres Inhalts nicht gestattef, soweit

ASSY PART NO., VOL., AND
SERIAL NO. ARE SHOWN HERE

NAME PLATE DETAILS
VIEW P

KEY WIDTH 5.98540.015
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COOLANT CIRCULATION PORT

M16X1.5, DEEP 12 min.

TORQUE 313 Nm

<Cl>

CUSTOMER INTERFACE

—
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29.8540.35 | _

\

56.751+0.55

—
e

105.35+0.65

!

|

COOLANT CIRCULATION PORT
M16X1.5, DEEP 12 min.
TORQUE 3143 Nm

2x_MBX1.25, DEEP 14 min.

!

TORQUE 11.5+1.5 Nm

PRODUCT SPECIFICATION NO. : PSSC 71C

—
—

(ISSUE NO. 7, DATED 09-03-20)
BORE DIAMETER : 80mm
STROKE : 32mm

@51
A/F 36

| $30.02540.025

—

—
—

—]

—
]

DISPLACEMENT . 160cm° !

M18X1.5 | _

NOMINAL SPEED : 3000 r/min
MAXIMUM SPEED (SHORT DURATION) : 3900 r/min
AXIAL PLAY : 0.25+0.2 mm

TORQUE 200410 Nm
TAPER 1 IN 5 ON DIA

KEY @25

PAINT COLOUR : BLACK

EXPOSED MACHINED CAST IRON / STEEL SURFACES
ARE PROTECTED WITH RUST PREVENTION OIL

OPEN PORTS / MOUNTING SURFACE ARE FITTED WITH CLOSURE PLUGS /
CLOSURE COVER FOR STORAGE AND TRANSIT PURPOSES

XVIII

90

134

116£0.2

70
50+0.2

VIEW Q

A

4x $8.954+0.25

General Specification: ISO 8015, JED-334-1, Size 1SO 14405 LP

Further Technical Data: PSSC 71C

Copyright ZF®

Date

Signature

Doc. Code: 035

Sheet:

1

To 13

Drawn

General Tolerances JED-261

2024-06-04 |

Checked

Range of nominal dimensions in mm 2024_%_04 ‘ Kmeym SINGLE CYLINDER COM:RESSOR
> 50> 180 <I
Class 1) < 180 |< 400 |> 400 Dimensions in mm
‘ Mass Scale Material No. Date of first issue:  200T-0+22
Fine £ +1.5 +2 . 4m 1,1 Doc.Code | Lanquage Sheet
Medium | X 42 13 +4 +3 kg ’
Coarse +3.5 +5 +6.5 Size CADhsifem M100893 005 EN 1/1

Tapped Holes acc. JED-152 A 1 0 5@ ECN-No. Techn. Resp. Replacement for
1) Tolerance Class Applied Crossmorked 50%98 2 5000.WIN =
100mm

3 4 ® 6
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