K30
K31 GND

Mounting on bracket 554 052 051 4

Pinning

CAN LOW
CAN HIGH

Bracket material and finishing: JED-256-4 and JED-021M6
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SECTION B-B
130 0,5

Mounting on bracket 554 052 041 4
Bracket material and finishing: JED-256-4 and JED-021M6

N

490,75

131,5¢0,5

1[I

T

=Ml A

I [T

=

]

H

/

T

1L

]

1T

\Gl‘rﬂf%ﬂaﬁm[jl—hﬁ.ﬁ ——| Jj

SECTION C-C

.

Operating temperature range - Externally powered

-40°C to +75°C

Operating temperature range - Battery powered -20°C to +60°C
Battery charging temperature range 0°C to +45°C
Storage temperature range -20°C to +60°C
Voltage range 10-32V
Maximum Current 1,5A ===

208 Tvoe of protection ace. To: ISO20653 IP6K6K, IP6KIK complete device
195 140 yp p T with mounted connector
‘ 170 . Approval number 05 1210 according to
o 5l 3 EEC approval mark: E/ECE/324 addendum 9: Regulation No. 10-05
@Z -~ = = Weight (without cable): 4859
| P o O . . — .
= - . . S Following the instructions in latest version of the
= = Installation and mounting guidelines: installation auide
OO OO |F O O A
50 O
O O
O O O O o
O O © O = 1 2 Approver added 06/05/2022 | kd
D D *° D) O (G : 1 1 Dimensions / annotations changed 07/10/2021 | kd
O O 5 N h 1 0 Apporoved version 20/01/2020 | kd
o O O version | rev.nr. | changes place date name
- o~ EEES o i vl I N IO I I 0 e O B
TXTRAILFEI:}F\'%I(.JSNE;/:J)I;LP;SATTERY & & Non-Tool-Rated Dimensions | +0,18| +0,19{ +0,20| +0,21{+0,23| +0,25| +0,27] +0,30| +0,34
O R " O kj O Tool-Rated Dimensions +0,08| +0,09{+0,10] +0,11) £0,13| +0,15] 0,17 | +0,20| +0,24
o %’ o > cate projection | scale | format [ o AT ane
554 052 041 4 MADE IN 300¢
sawn| 20/01/2020 | Deleersnyder Kurt | =&~ | 11 A2 DIN 16901-130
© Ssipiimeme appr| 06/05/2022 | Gheeraert Vincent | project-nr: 1900047
Use hexagon head M8 x 1.25, class 8.8 bolts, nuts and washers treated Client: 000445
for the applicable environment. Drawing name Drawing nr.
Tightening torque: 12.5Nm 346 292 0xx 0 A_8436
assembly drawing: dir.
| 4 5 B 7 | 9 10 I




