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<> SAFETY CHARACTERISTICS 0
® NOTES:

<2> SIGNIFICANT CHARACTERISTICS 0

| / 1) MAXIMUM PUSH ROD TRAVEL.
2) CENTER OF PUSH ROD ARTICULATION.
3) DUST PLUGS FITTED FOR STORAGE AND TRANSIT ONLY.

4) FLUID LEVEL SWITCH CONNECTOR.

MATING CONNECTOR: DELPHI 12162193
\ RECOMMENDED TERMINAL: 12103881
SEAL: 12040750
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(3) 5) 1/2"-20 UNF 2B.
O { * 6) 9/16"-18 UNF 2B.
7) RECOMMENDED TUBE NUT TIGHTENING TORQUE 40Nm MAX.

L + 8) MAX ANGULAR DISPLACEMENT OF PUSHROD IN ANY
DIRECTION AND AT ANY POINT OF STROKE.
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9) INSTALLATION POSITION RELATIVE TO HORIZONTAL =£5°.

10) MASTER CYLINDER SURFACE PROTECTION:
ZrNi + PASSIVATE + SEALANT (CHROME 6 FREE)
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~ 1) ASSEMBLY TO BE PROTECTED FROM CONTINUOUS ROAD SPLASH.

q 172) CONTAMINATION BY MINERAL OIL, FUEL, AND BATTERY
ACID TO BE PREVENTED.
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13) TRAVEL SWITCH - AMP SUPERSEAL 1.5 SERIES. 3 POLE
HOUSING WITH 2 CONTACTS - MAKE CONTACT WHEN ACTUATED.

SWITCH VOLTAGE - 8 - 32V DC.

SWITCH CURRENT - 2 - 10mA.

MAX SWITCHING CAPACITY - O.12W.

SWITCHING MUST OPERATE BETWEEN 1 TO 2.5mm OF PUSH
ROD TRAVEL.
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14) OPERATING PARAMETERS:

MAXIMUM TEMPERATURE :
CONTINUOUS: 70°C
PEAK: 110°C

MINIMUM TEMPERATURE
CONTINUOUS: -20°C
' ' \S 2/ PEAK: -40°C

MAXIMUM LOAD ON PUSH ROD: 17.8KN.
BRAKE FLUID: DOT3, DOT4, OR DOTS.1 ONLY.

15) MINIMUM PRIMARY DISPLACEMENT 2.0ml.

Non e permesso consegnare o ferzi o riprodurre questo documento, ne utilizzarne il confenufo o renderlo comunque noto a ferzi
senza autorizzazione esplicita. Ogni infrazione costituira un evidente obuso e comportera il risar cimento dei damni subiti.

autorisation expresse. Tout mancuement a cette regle constitue un abus evident et expose son auteur ou versement de dommages et

Toute Communication ou reproduction de ce document, toute exploitation ou communication de son contenu sont interdites, souf

- 309 — MINIMUM SECONDARY DISPLACEMENT 2.0ml.
16) FOR FURTHER INFORMATION SEE WABCO
= 361 - PERFORMANCE SPECIFICATION 468 411 099 0 DOC 443,
17) DIMENSIONS ARE FOR REFERENCE ONLY UNLESS OTHERWISE SPECIFIED.
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CLEAN FLLER CAP BEFORE REMOVING. USE
Y DOT 3 BRAKE FLUD FROM A SEALED CONTAMNER
VERTISSEMENT: NETTOYER LE BOUCHON AVANT LA DEPOSE
QUE DU LIOUDE DE DOT 3
DUN CONTENANT SCELLE ~ \
i ] LMPE EL TAPON DE LLENANDOD ANTES
SOLAMENTE FLUDO DE FRENDS 153
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i 2.5 \ TRAVEL OF PISTON ROD
e J Dx DEPENDS ON THE ABSORBED VOLUME OF THE CUSTOMER
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THIRD ANGLE PROJECTION
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