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<> SAFETY CHARACTERISTICS

<2>  SIGNIFICANT CHARACTERISTICS 0

INSTALLATION POSITION:

MALE MULTIPOINT CONNECTOR: SURFACE PROTECTION: TINNED
MESSERLEISTE: OBERFLAECHENSCHUTZ: VERZINNT
CONNECTEUR MALE MULTIBROCHE: PROTECTION DE SURFACE: ETAME
SPINE MULTIPA: PROTEZIONE SUPERFICIALE: STAGNATO
e 163£0.5 -

SERIAL NUMBER GREATER THAN: PRODUCTION PLACE:

@O FORTSCHRITTZAHL GROESSER ALS: 0 ® PRODUKTIONSSTAETTE: JED-225
NUMERO DE SERIE PLUS GRAND OQUE: LIEU DE FABRICATION:
NUMERO DI SERIE PIU GRANDE: LUOGO DI FABBRICAZIONE:

SCALE 0.4

DATE OF MANUFACTURE: COUNTRY OF ORIGIN:

® HERSTELLDATUM: JED-226 @ URSPRUNGSLAND: JED-225

) DATE DE FABRICATION: PAYS D'ORIGINE:

DATA DI FABBRICAZIONE: PAESE D'ORIGINE:
CUSTOMER LABEL: OPTIONAL

® KUNDENAUFKLEBER: BELIEBIG
ETIQUETTE ADHESIVE DU CLIENT: A VOLONTE

WRBCO ETICHETTA ADESIVA DEL CLIENTE: A SCELTA
SEE DETAIL A FOR FURTHER TECHNICAL DATA SEE PRODUCT SPECIFICATION

WEITERE TECHNISCHE DATEN SIEHE PRODUKTSPEZIFIKATION
POUR INFORMATION COMPLEMENTAIRES VOIR LES SPECIFICATIONS DU PRODUIT

122.5+1 PER INFORMAZIONI ULTERIORI VEDI LA SPECIFICAZIONE DEL PRODOTTO

CUSTOMER LABEL TO CONTAIN
THE FOLLOWING INFORMATION:
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