1 2 3 4 | 5

1

12

13|

14 15 16

PART
CODE

MATERIAL SURFACE PROTECTION

STEEL HOT DIP METAL COATING

STEEL IN PASSIVATION

STEEL PAINTED
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LABELLING 364 x 63mm

Specific filter cartridge thread
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(1) DIMENSION APPLY IF THE SEAL IS IN CONTACT WITH THE GROOVE BOTTOM

(2) MEASURED FROM TOP TO BOTTOM FULL THREAD TURN BY CONTOUR GRAPH

(3) MEASURED FROM BOTTOM FULL THREAD TURN TO FIRST RING RADIUS BY CONTOUR GRAPH

{4) THREAD TYPE SG39X1.5 IS COMPATIBLE WITH MALE THREAD M39x1.5
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THERMAL RANGE OF APPLICATION: -40°C ... +80°C
WORKING PRESSURE:
(5 SEALING RING (OUTSIDE);:

(6 ) EXTERNAL O-RING:

Pemax. =10 bar
NBR 7045 SHORE A

NBR 70+5 SHORE A

PERMISSIBLE LEAKAGE: MAX. 6 cm’/min AT 10 bar TEST PRESSURE

TEXT: RAL 9005 BLACK

BACKGROUD COLOR: RAL 9006 WHITE ALUMINIUM
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