4494830000____653 ©°

Drw.:

0T

_-AD2 6.33

4494830000__

SOCKET
GERAETESTECKDOSE B
PRISE DE COURANT RN ®
PRESA DI CORRENTE :
KENNZEICHNUNG: GRAUES PVC-BAND Y
X MARQUAGE PRI \R. SOCKET
CONTRASSEGNO: GERAETESTECKDOSE A
CODE PRISE DE COURANT
10 PRESA DI CORRENTE
CODIERUNG DIN 72585-B1-4.1-Sn/K1 o 0 R RS - 2l2
CODE 3 0 S & _ _
CODICE Q S PART_NO 9o —_
- - - - NO. DE PIECE ' ] ® m \ . m— . |
/ = | | \ PARTICOLARE NO. ‘ | — g3 A4 V7 E\//_AS
— ) ‘ a *— Koal
X =M Irm N I ] 12 ¥ ns @l a7
— - — | 449 483 ... 0 ... ... \NABEO - NIt ; e th W
- ~ T —
N % ] / / Py Winre ) AZ_/T‘ rll Ao ¥
N ‘ ' N | . A==
B B B - DATSE OF MANUFACTURE - \ L] AT — U AS 1
HERSTELLDATUM . JED- - g
DATE DE FABRICATION e - 1—
DATA DI FABBRICAZIONE: oz 15
B 45.5 _
B 69.5 - ATING PART: NOT SUPPLIED
- J1 - GEGENSTUFCK:  TCE: X43  NICHT IM LIEFERUMFANG
L PENDANT: NON FUORN!I
- - ACCOPPIAMENTO: NON S| FORNISCONO
_ —
— - M—H - K N4 - | THERMAL RANGE OF APPLICATION :
e | w \_J H o o
)¢ j THERMISCHER ANWENDUNGSBEREICH: -40°C....+80°C
: GAMME D'APPLICATION THERMIQUE:
LENGHT OF CABLE CAMPO TERMICO D'APPLICAZIONE :
EéEIEIL_JIEﬁFENSE . L [m] RESISTANT TO  : AIR.WATER,MINERAL OIL,PETROL,DIESELOIL,SALTSPRAY
CUNGHEZZA DEL. CAVO BESTAFENDIG GEGEN: LUFT,WASSER,MINERALOFEL ,BENZIN,DIESELOFL,SALZSPRUFHNEBFL
e RESISTANT A : AIR,EAU,HUILE MINERALE,ESSENCE,GASOIL,BROUILLARD SALIN
RESISTENTE A : ARIA,AQUA,OLIO MINERALE,BENZINA,GASOLIO,NEBBIA SALINA
CABLE PR
LEITUNG 4x1.0mm°
CABLE
CABLE CAVO
<5z [3E5E KABEL
¢32 lso-2|CHAMBER IN:  |CABLE CHAMBER IN: SURFACE PROTECTION
255 [ECZ{KAMMER IN: - A |©AV KAMMER IN: B OBERFLAECHENSCHUTZ  : * Sn
o= [E285|CHAMBRE EN: | cross secrion CHAMBRE EN: PROTECTION DE SURFACE:
ce3 [Eof[CAMERA IN:quEmsaTT | CAMERA IN: PROTEZIONE SUPERFICI :
SEZIOE TRANSVERSAL DEGREE OF PROTECTION (IN CONNECTION WITH PLUG)
SCHUTZART (IN VERBINDUNG MIT STECKER) . A:IP 6K 9K / IP 67
1 DEGRE DF PROTECTION (DANS CONNECTION AVEC FICHE): B:IP 6K 9K / IP 6K 7
GRADO DI PROTEZIONE (IN RELAZIONE CON SPINA)
3 1 mm2 3
s |z CODE OF LENGTH
4 5 4 L AENGENCODIERUNG
1 mm CODE DE LA LONGUELR
CODICE DEL LUNGHEZZA
PART NO L[m]
fgs |0 TEILE NR.
3 NO DE PIECE 449 483 LILILI 0
CODICE
EXAMPLE 5
BEISPIEL L =15m ERETREER B0
Seihl 23 6 GENERAL SPECIFICATION: JED-334-0 Pro/ENGINEER DRAWING
§° E Eégmgll—g 449 483 015 O FURTHER TECHNICAL DATA: DATE cOPTRIGSIIII-I-(:H'I.!\TURE WABcn
g Z DOC. CODE: | SHEET: T0 OO—OT-MDT?-I?RNISG-M CABLE WITH SOCKET
MIN/MAX LENGTH L =0 GENERAL TOLERANCES aEoen | KABEL MIT GERAETESTECKDOSE
2 é% 7 1 mmz 2 MIN/MAX LAENGE min - M RANGE 0>F “05M0|“:L|I:;(;HSIOHS (£ mm) E?&%T}%:E GRENKER | CARLE AVEC PRISE DE COURANT
WK LOGER | - oon s ol 1502 8] o CHVO CO FRESh DI CORFENT
2 £g IR TEETEEERY, MASS | SCALE PRODUCT IDENTIF ICATION KO
o et TOLERANCES NEDIUN 1o [ 20 | 3.0 [ 40 | %7 1y PO _CO0E . SHEET
Tt 2 1 TOLERANZEN L < 10m =£0.050m comst T 120 o5 50 T3 e @ 449 483 000 O 653 | V1
%F 2 §§ 1 mm TOLERANCES L > 10m =£0.075m TAPPED HOLES ACC. IS0 4039 / JED-152 073545| 2x A |00-10-30 FUNCTION CODE_| SHAPE CODE | PRODUCT TYPE REPLACEMENT FOR
%E,g ug% TOLERANZA 1) TOLERANCE CLASS APPLIED CROSSMARKED DCN-NO.| REV. | DATE A1l | 142 E’@ 11 884 039 920 2

| 2 3) | 4 5 6 7 | 8 9 = 1 6rm | -

Mdl.:




