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~__ /// - 45.5 . ATING PART: NOT SUPPLIED
- a1 GEGENSTUECK:  TCE: X21  NICHT IM LIEFERUMFANG
- - PENDANT: NON FUORNI
B ACCOPP|AMENTO: NON SI FORNISCONO
ATING PART: NOT SUPPLIED
GEGENSTUECK: 446 220 000 O  NICHT IM LIEFERUMFANG
PENDANT : NON FUORNI
ACCOPPIAMENTO: NON SI FORNISCONO
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- - M - - o9 - 1 THERMAL RANGE OF APPLICATION : )
A j THERMISQHER ANWENDUNGSBERE ICH: -40°C....+80 °C
: GAMME D APPLICA'[ION THERMIQUE :
LENGHT OF CABLE CAMPO TERMICO D'APPLICAZIONE :
KABELLAENGE L [l RESISTANT TO & AIR,WATER,MINERAL OIL,PETROL DIESELOIL,SALTSPRAY
CUNGHEZZA. DEL. CAVO BESTAENDIG GEGEN: LUFT,WASSER,MINERALOEL ,BENZIN, DIESELOEL, SALZSPRUEHNEBEL
i = RESISTANT A : AIR,EAU,HUILE MINERALE ,ESSENCE,GASOIL,BROUILLARD SALIN
dec [BSes RESISTENTE A : ARIA,AQUA,CLIO MINERALE,BENZINA,GASOLIO,NEBBIA SALINA
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==* [E25|CHAMBRE EN: | cross secTion CHAMBRE EN: PROTECTION DE SURFACE:
Sus [2225| CAMERA IN: QUERSONITT CAMERA IN: PROTEZIONE SUPERFICI :
SEZIONE TRANSVERSAL DEGREE OF PROTECTION (IN CONNECTION WITH PLUG)
o= 282 SCHUTZART (IN VERBINDUNG MIT STECKER) + A:IP 6K 9K / IP 67
258 [o-z2 1 DEGRE DE PROTECTION (DANS CONNECTION AVEC FICHE): B:IP 6K 9K / IP 67
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Z 0,5 mm 4
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