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REQUIREMENT CATEGORY OF MATERIAL MANUFACTURER'S
A 8 0 c | ] STANDARD TRADEMARK MATERIAL STANDARD (ACC. TO 150 7628) | PATE OF MANUFACTURE SYMBOL
K L M N 0 P
ACC. TO JED-369
M16x15 M18x1.5 556 +20 . . . +0.2 IS0 7375, Type 1 HEIGHT APPROX. 5mm , 6-DIGIT
external | 22 | internal | X 22 | (chppp) | 140£20 | 620 ) 0105410 | 450 gt | #12XA5 1507628, Category 1 | IN A CONTRASTING CATT TPC-ET DD.MM.YY HH:MN SAP-SUPPLIER NO.
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(&) Material: PP Black
Cleanliness requirement: @ Material Steel; gal. Zn CrVI free
. No particles >1mm allowed acc. to mandatory standard: @ Material: TPE Black

j = JED-334 and JED-593 @ Material: TCP-ET Black
i General Specificationt JED-334-1 , Size ISO 14405 LP Copyright WABCO ®
= Further Technical Datar Date | Sigetwre wA Bcn
: Doc. Codet Sheet: To Draw
z General Tolerances JED-261 2023-03-01 the!ked BALAGA
f Range of Nominal Dimensions ¢ £ mm) 2023-09-25 I BULAJ [OH_ED TUBE
Medium: Air (ACC. to JED-848) Epet
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Admissible femperature range: -40°C to +70°C Fre  |X| 05 | W | 15 | 20 0";356 = o TR
Admissible working pressure:  max. 10 bar (1000 kPa) Hedun |20 [ 30 | w0 |8 g 12 L52 711065 (
; 9P Coarse 20 35 50 6.5 Size (AD Systen 005 EN N
; Tapped Holes acc. to - A 3 ACAD (‘ fﬁ ECN-No. Revision Techn. Resp. Replacement for
E 1) Tolerance Class Applied Crossmarked I \Y} 512858 1x C 5690 -
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