plicita. Cgni infrazione costituira un evidente cbuso e comportera il risar cimente del donni subiti.

Non e permesse consegnare o ferzi o riprodurre questo documenta, ne utilizzame il confenuto o renderla comungue nato a terzi
fotta riserva di fubti i diritti derivonti do brevetth o modelli,

senza autorizzazione es)

Et

autorisation expresse. Tout manquement o cebte regle constitug un abus evident ef expose son outeur qu versement de dommages e

interets, Tous droits de propriete industrielle reserves, notamment en matiere de brevets et de modeles.

Toute Communication ou reproduction de ce document, foute explofation ou communication de son confenu sont inferdiles, souf
Weitergabe sowle Vervielfoeligung dieser Unterlage, Verwertung und Mi

A B C D E F

M16x1.5

tightegiggNmrquez 9 14.5 Hex.22 with 0-ring min. 1

(mox 35 Nm) 0y ®

Cleanliness requirement:

No particles >Imm allowed acc. to mandatory standard:
JED-334 and JED-593

Area: for the whole part (Special agreements possibles
to be agreed with Product Engineering)

Materials

Copying of this document and giving it fo olhers and the use or communication of the confents thereof, are forbidcen without express

authority. Confravention of this reshiction will constitute an evident cbuse and result in o licbility 1o the payment of damages. Al rights
ore reserved in the event of the grant of patent or registration of a utility model or design. This document is the subject of copyright.

Suitable for use in qir broke systems for commercial vehicles
General Specification : JED-762 ; JED-622 ; JED-220

—- : = - - Engineering related ogreements with Supplier have to be mentioned in the "Release of Supplier”

—e- - = = - — — — — — — — — — — —

flichen Missbrauch dar und verpflichten zu Schadenersafz.
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For use in gpplication in compressed qir systems in commercial vehicles : &

Gereral Specification:  JED-334-1 , Size |50 14405 LP Copyright WABCO® WA Bcn
Further Technical Datfa: Cole \

. . Signature
= WI"’I Compressed ar acc. JED-848 Ooc. Code: |Shee‘“ To 2020-03-06[]“]“‘"” Bdm Screw Plug
Checked

- qat working conditions: Range of Norminal Dimensions [ £ mm) 2020-03-09 ‘ Szczutkowski

= B0 =180 Expert i
- -40°C ... 100°C coss 0 | =50 |= 80 |5 400]> a00] <L Szezulkowski

General Tolerances JED-261

) WMass Scale Material No. Dete of first issue:  2015-10-09
- maQx. 12‘5 bur @ Fine X 0.5 1.0 1.5 2.0 024 2'1 Doc.Code | Language sheet

1:1 edhm 10 | 20 ] 3.0 | 40| +3 G | S 893 022 014 4 005 | EN @ 1/1

Coarse 2.0 | 35 | 5.0 | 6.5 Size CAD System

Tapped Holes ace. JED-152

O g @ ECN-No. Revision Techn. Resp. Replocsment for
1) Tolerance Class Applied Crossmarked A 3 . 502083 5« A 5790

Alle Rechte fuer den Fall der Patenterteilung oder Gebrauchsmuster-Einfragung varbehalten.

nicht ausdruecklich zugestanden. Zuwiderhondlungen stellen einen offen
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