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MSP 3/93 REPAIR KIT CONSISTS OF ITEMS AS SHOWN. <> SAFETY CHARACTERISTICS 0
T ITEM.No |WABCO PART No. DESCRIPTION QTY DESCRIPTION N RT o, |ThO.D T Mo, le ﬂmfmmimm'“ 0
R 1 M334TTO SPR|NG 1 MALE NUT WITH O-RINGOO 62 03 99 00 |00 62 02 99 00 g 0
( /@ 2 18920100214 TENSION PIN 1 :;mG“E:L;L;T % gg g; 99% %‘g % gg $ gg 88
O\ 4 / 3 8953700044 | SPRING ELEMENT NG-12| 1
\Enuds At 4 8952266974  |RETAINING CLIP NG-12 | 1 SPRING ELEMENT
LMY 5 8979803224  SEALING RING NG-12 | 1
s 7 // N 6 8979801844  |SEALING RING 2 \
2 A - 7 8979803234  SEALING RING 1 RETAINING CLIP
'/ S 8 8952267064  |RETAINING CLIP NG-8 | 1 e
, 9 |8953700054  |SPRING ELEMENT NG-8 | 1 \ W O
'/ 10 |M310010 VALVE 1 EN O-RING
I 16 11 | 8971100024 SEALING WASHER 1
2 [M920920 STRAINER PLATE 1
'K, 13 | 810511054 SPLIT PIN 1
14 |M920910 FILTER 1
15 |M334740 GAITER 1
16 8979701004 | SEALING RING 1
5) (4) (3 - 17 8979801464  |SEALING RING NG-12 1
18 8979801564 | SEALING RING NG-8 1
&M \ 19 |8979801454 SEALING RING NG-8 1
| B - % 20 |M336860 SPRING 2
21 | M923480 SHIM 1
—~ J 22  |M923490 SHIM 1
23 |M923500 SHIM 1
20 30 24 | M919910 GREASE SACHET 1 % SPIngE Na.
\@ | 25 | M935900 LABEL 1 N HERE
c ITEM No. 21 TO 23 SHIM OF EACH SUPPLIED IN THE
5 I REPAIR KIT TO SET REQUIRED SPRING LOAD
: e A
| THE REPAIR KIT FOR GHCV VARIANTS (CONTACTCLOSING PRECSIRE. 4.8:£0.5 bar)
THE FOLLOWING ARE SERVICE KIT PART NUMBERS o A4 " 0
NG-12 NG-8 ! 26 8979801534 SEALING RING NG-12 1 3 )
21 9611701574 SPRING HOLDER 1
(%) () (8) () , 28 8979801824 | SEALING RING 1 | _
29 8973100264 | SEALING RING 1 !
IX
_ l _ | Eﬂl[ T 30 8951800004 | WASHER 1 | ()
| AINE
3
CUSTOMER END DETAILS
‘ LI [ 1] | SL.No. NOTES
AT & \ 19 QUICK RESPONSE 1 |PRODUCT FUNCTION AND RELIABILITY
EXHAUS CODE_LABEL | 11 |WORKING MEDILM AR
ASSEMBLY PROCEDURE = TO BE PASTED (o) :
B ON THE BODY 1.2 INORMAL WORKING PRESSURE 8.1 bar
Q) ‘ - o ; ﬂ\” | _ 4 . 30 _ , 1.3 MAXIMUM WORKING PRESSURE 1_0 bor o
= BETITE — 1.4 |THERMAL RANGE OF APPLICATION 40°C TO 80°C
) t—— ‘@ CORROSION RESISTANCE SALT SPRAY TEST OF 240 HOURS
| ) ‘ ! 15 MIN.IS APPLICABLE FOR
| 1 ‘ TOP COVER, BODY, DIAL, ADAPTOR
‘ 34 2 T —H_ AND FASTENERS
‘ ‘ 1.6 |EQUIVALENT FLOW DIAMETER 3.8 mm
1- INET = 5 | QUALITY COMPLIANCE PLAN TESTS ARE CONDUCTED REGULARLY AS PER CLAUSE
e e 2 oL 1 . b 1 F SGTTO00.__05
THE SPRING ELEMENT 1S INSERTED INTQ THE THE MALE FITTING PRE-ASSEMBLED WITH THE N
CAMER LDk TE THEAD ROOT OF THE ROOT (6] A0 (c), T st O D < 3 - EXHAUST NW b 3 %Févkﬁg h@-:E RT%R FgeDsUT F%ESAVUEH]CZEYEARSH km WHICHEVER IS EARLIER
CONNECTION BORE (a) (b) THE SPRING ELEMENT AND RETAINING SCREWED BY HAND INTO THE TAPPED BORE (c) ~ L
a) AND (b}, CLIP ARE SYMVETRICAL. AND TIGHTENED. CIRCUIT DIAGRAM 29.5 . 9 _ 1VET-|E|%F\:E80000 km WHICHEVER IS EARLIER FOR NON AIR DRYER OR DDU FITTED
S * H-H 4 |OPEN PORTS ARE FITTED WITH CLOSURE PLUGS FOR STORAGE AND TRANSIT
WABCO PART NUMBER AND BATCH CODE PURPOSES
/ DETAILS TO BE STAMPED HERE —
[ 1T 11
] T~
o ?‘% w0
ELECTRICAL CONNECTOR DETAILS S S o
VIEW FROM TERMINAL ENTRY 3 NI
- 21.6 - N . : A 1
° 1 \ ] Y SN © PRODUCT FUNCTION AND RELIABILITY
v SEL o Teen 7 - . ; ‘?} 4" g (LOW PRESSURE_INDICATOR SWITCH
o leasT TOn o TrEATET ~ N \\ S TIL ,-E%ﬂ— I f g CONTACT ?ngs)wo PRESSURE  4.94-0.5 bar
Xl [ZING ALLOY ANODISED B s < ] _1| ‘
XIl[PLASTIC NO TREATMENT " N \ f \ 1 PSSC 277C
XI  |RUBBER NO TREATMENT % 5 g \\ 0.75 PSSC ISSUE No. 1
X gﬁésm T ﬁ%ﬁ: = 4 N T 4 HOLES @ 7 EQUI -SPACED DATE 08.06.09 S — ‘
- e o | # A VIEW S D 0205 VEIGHT 60 g o = e \WABCO
‘ W Srest: 1 To & e GRADUATED HAND CONTROL VALVE
:I Acksu:":g‘u e mﬂ 2 \ TATA YAZAKI CONNECTOR DETAILS: Generol_Tolronces JED-251 0028 _|_Sadil w0 B INDICATOR
v STEEL POWDER COATED \ 250 SERIES 2 POLE MALE CONNECTOR | @ @ @ Range of Nominal Dimensions ( £ mm) 2019_12_19E H.I"'I.ITI(I'I'CKGTI K
i STeRL PAINTED 1 N HOUSING « 71222625 - 1 No, | DELIVERY CONNECTION INLET CONNECTION coss 1 |50 |10 < 400 aon| =T Wi
I STEEL PHOSPHATED \ \ Wﬁg’g %ko:URs 4283283 - 2 Nos. | THREAD TYPE M22x1.5 TO SUIT VOSS = M16x1.5 TO SUIT VOSS = MI6x1.5 || 55 0 s 120 i o i e WS
| STEL N QR ZHC- N T R R B B WIRE TYPE + 150 6792, FLRY-B U PLUG IN SYSTEM 230 | PLUG IN SYSTEM 230 v |X| 10 |20 [30 [ 40| + | %% | M, 961 170 078 O 005 | EN | 11
PASSIVATION BRAKES ( LEVER ) CPERATING ANGE (Gogeel TRAES ' ' PERMISSIBLE TORQUE 1041 Nm 1041 Nm 3143 Nm |[cooree 2.0 [ 35 [ 5.0 [ &5 Sz [0aD bysl )
PART |MATERIAL SURFACE OFF ON Topped Holes ooc.  JED - 388 A 1 CREO G@ ECA-Ma. Revision Techn. Resp. Replacement for
CODE PROTECTION 11 Toleronce Closs Applied Crossmarked = = = 5211_WIN =
‘@ WODImm =
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