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S.NO MATERIAL SURFACE PROTECTION

I ALUMINIUM ALLOY BALL BURNISH BRIGHT

II NBR NO TREATMENT

III STEEL ZINC PLATING

IV STEEL BLACK E-COAT

V HDPE NO TREATMENT

VI 340 SST MESH NO TREATMENT

 <1>  SAFETY CHARACTERISTICS 0

 <2>  SIGNIFICANT CHARACTERISTICS 0

 <CI>  CUSTOMER INTERFACE 0

General Specification: ISO 8015, JED-334-1, Size ISO 14405 LP

Further Technical Data: PRO 200 000 0

Doc. Code: 035 Sheet:   1  To   9

General Tolerances JED-261

Class    1)

Range of Nominal Dimensions (  mm)

< 50
>  50
< 180

> 180
< 400 > 400

Fine 0.5 1 1.5 2

3Medium X 1 2 3 4

Coarse 2 3.5 5 6.5

Tapped Holes acc. -

1) Tolerance Class Applied Crossmarked
A 2 CREO 515896 7x A 5710_AM - 

ECN-No. Revision Techn. Resp. Replacement for

Size CAD System
PRO 200 001 0 005 EN 1/1

    kg NTS0.178 Doc.Code Language Sheet

Mass Scale Material No. Date of first issue:2023-11-09

Dimensions in mm

COUPLING HEAD TRAILER CONTROL 

2024-04-23 Saravanan
Checked

2024-04-17 Kaviya
Drawn

Date Signature

Copyright ZF

S.No NOTES

1 WORKING MEDIUM COMPRESSED AIR

2 WORKING TEMPERATURE -40  C TO +70  C

3 MAXIMUM INLET PRESSURE 8.5 bar

4 RECOMMENDED INSTALLATION TORQUE 31 3 Nm (CUSTOMER TO ENSURE THE TORQUE)

5
TRACTOR AND TRAILER COUPLING FLOW 
DIAMETER IS EQUIVALANT AND 
MIN. FLOW PASSAGE

103mm
2
 ( 11.4 mm)

 

6
CIRCUIT DIAGRAM SYMBOL ISO 1219

 

7 PART PRESSURE TIGHT UPTO 10 bar

8 YELLOW COLOR COUPLING FOR CONTROL SIDE

SUPPLY
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NOTES
 
POKA-YOKE
 
STOP
 
LID COLOUR-YELLOW
LID MUST BE CLOSED WHEN NOT IN USE
 
DIRECTION OF LID ROTATION
 
PART NUMBER AND DATE OF MANUFACTURE 
ARE SHOWN HERE.
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