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NEW TRISTOP™D ACTUATORS 
FOR DRUM BRAKES IN TRAILERS

TRISTOP™D Actuators

WABCO is introducing a new generation 
of TRISTOP™D Double Diaphragm 
Spring Brake Actuators for Drum Brakes 
in Trailer applications.

Certainly the right fit!

NEW

Power spring

■■ Powder-coated
■■ Low relaxation
■■ Coil-clash free design
«« Barrel-shaped power spring with coil-
clash free design for compact design for 
installation in a wide range of applications

Cylinder

■■ Completely powder-coated
■■ Bayonet lock
«« High corrosion resistance 
ensuring longer service 
life and lower total cost of 
ownership

Sealing

■■ Redundant in driving position
«« Extra protection against dirt 
and dust impact improves 
durability and endurance

Diaphragm

«« Long service life

Internal breathing valve (IBV)

■■ Provides clean and dry air
«« Extended service life of the device
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WABCO 
product 
number

Replacement 
for Type Stroke Yoke

Push rod length 
(M16×1.5) 
incl. yoke

Release 
pressure

Max. operating 
pressure 

(Service brake / 
spring brake)

925 375 001 0 925 375 100 0 20/30 75/75 4 251 mm 4.8 bar 10.2/8.5 bar

925 376 112 0 925 376 106 0 24/30 75/75 4 279 mm 4.8 bar 10.2/8.5 bar

925 377 110 0 925 377 100 0 30/30 75/75 4 288 mm 4.8 bar 10.2/8.5 bar

Tristop™D Actuator – Open Hole variants (OH)
In addition to the variants featuring IBV technology, WABCO offers two universal double diaphragm spring brake actuators with 
open hole technology. Equipped with an extra long push rod and a pre-mounted yoke, they can be installed in a wide range of 
applications.

WABCO 
product 
number

Replacement 
for Type Stroke Yoke

Push rod length 
(M16×1.5) 
incl. yoke

Release 
pressure

Max. operating 
pressure 

(Service brake / 
spring brake)

925 375 110 0 925 375 100 0
925 375 101 0 20/30 75/75 – – 4.8 bar 10.2/8.5 bar

925 376 121 0 925 376 100 0
925 376 104 0 24/30 75/75 – – 4.8 bar 10.2/8.5 bar

925 376 122 0 925 376 101 0 24/30 75/75 – – 4.8 bar 10.2/8.5 bar

925 376 123 0 925 376 103 0 24/30 75/75 4 190 mm 4.8 bar 10.2/8.5 bar

925 376 124 0 925 376 106 0 24/30 75/75 4 264 mm 4.8 bar 10.2/8.5 bar

925 376 125 0 925 376 107 0 24/30 75/75 4 120 mm 4.8 bar 10.2/8.5 bar

925 376 126 0 925 376 110 0 24/30 75/75 4 227 mm 4.8 bar 10.2/8.5 bar

925 376 201 0 925 376 200 0 24/30 64/64 – – 4.8 bar 10.2/8.5 bar

925 377 121 0 925 377 100 0
925 377 101 0 30/30 75/75 – – 4.8 bar 10.2/8.5 bar

925 377 125 0 925 377 102 0 30/30 75/75 – – 4.8 bar 10.2/8.5 bar

925 377 122 0 925 377 103 0 30/30 75/75 4 268 mm 4.8 bar 10.2/8.5 bar

925 377 123 0 925 377 105 0 30/30 75/75 4 268 mm 4.8 bar 10.2/8.5 bar

925 377 124 0 925 377 106 0 30/30 75/75 4 227 mm 4.8 bar 10.2/8.5 bar

925 377 201 0 925 377 200 0 30/30 64/64 – - 4.8 bar 10.2/8.5 bar

Tristop™D Actuator – IBV variants at one glance
The new line of 13 TRISTOP™D Actuators for trailers featuring IBV technology permits a 1:1 replacement of the current type 
24/30 and 30/30 portfolio.

To find out more about WABCO products, visit our product catalogue INFORM (inform.wabco-auto.com) and enter the part 
number in the “Product Number” search field.

For further information please contact your WABCO Partner (www.wabco-auto.com/findwabco).
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